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The following is a news release from Master Bond Inc. You have received it because you are listed as an editor for your publication.

Attached to this email is a low resolution version of the photograph that is included in the press kit for this product.

High resolution version of this image and files with the body text of this release in Word, HTML and text formats are available at http://www.masterbond.com/newsrelease/mb250nt. 
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FOR IMMEDIATE RELEASE

Low Viscosity, One Part Cyanoacrylate Is Non-Toxic and Meets ISO 10993-5 Specifications

Master Bond MB250NT is widely used for a variety of applications ranging from repair to high speed production for disposable/reusable medical devices and passes ISO 10993-5 testing requirements. It also resists EtO and gamma sterilization processes.
This single component ethyl cyanoacrylate cures rapidly depending upon the atmospheric humidity—the higher the level, the faster the rate of cure. There is no mixing or heating required for curing. Since the cure is usually fast, only minimal contact pressure is required for bonding. MB250NT will typically set up within 10-40 seconds. It has a low viscosity of 100-110 cps.
Featuring high tensile laps shear strength values, MB250NT bonds well to a variety of substrates especially metals, composites, most plastics and rubbers. The service temperature range for this system is -60°F to +250°F. It has a shelf life of about 6 months in its original, unopened containers.
Master Bond Fast Curing Adhesives
Master Bond MB250NT is a low viscosity, rapid setting ethyl cyanoacrylate with a good physical strength profile. This one part system also passes ISO cytotoxicity tests. Read more about Master Bond’s epoxies with fast cure schedules at http://www.masterbond.com/properties/fast-curing-adhesives or contact Tech Support. Phone: +1-201-343-8983 Fax: +1-201-343-2132 Email: technical@masterbond.com. 

Note to Editors: 

For a full product description, please visit: http://www.masterbond.com/tds/mb250nt 
Check out new videos on our YouTube channel: http://www.youtube.com/user/MasterBondVideo  
You can embed any of our videos on your website. 
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